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NOTLAR

1- DOKUMANDA VERILMEYEN DETAYLAR iCIN 110 SAYFASININ EKINDEKI 3 BOYUTLU MODEL DOSYASINA BAKILACAKTIR.

2- KESKIN KOSE VE KENARLARA iZiN VERILMEZ.

3- KONUM TOLERANSI ILE iLISKILI OLAN BOYUT OLCULERI 110 SAYFASININ EKINDEKI 3 BOYUTLU MODEL DOSYASINDAN

ALINACAK VE TEMEL OLCU KABUL EDILECEKTIR.
4- KROMAT, S1-0000-0036, SINIF 2 (RENKSiZ) KAPLAMA YAPILACAKTIR.
5- OLCULER KAPLAMA SONRASI OLCULERDIR.

fe}

6- "-------- " ILE GOSTERILEN BOLGEYE UGSI-0000-0081 TIP 3'E UYGUN OLARAK MARKALAMA YAPILACAKTIR.

NOTES

(32)

1- FOR THE DIMENSIONS NOT SHOWN, THE STEP FILE IN THE ATTACHMENT OF 110 ELECTRONIC FILE WILL BE USED.

2- SHARP CORNERS AND EDGES ARE NOT ALLOWED.

3- THE DIMENSION ASSOCIATED WITH THE POSITION TOLERANCE WILL BE TAKEN FROM THE STEP FILE IN THE ATTACHMENT

OF 110 ELECTRONIC FILE AND WILL BE ACCEPTED AS BASIC DIMENSION.
4- CHROMATE, SI-0000-0036, CLASS 2 (COLORLESS) COATING WILL BE DONE.
5- DIMENSIONS ARE AFTER COATING.

6- TO THE AREA INDICATED BY "-------- " WILL BE MARKED IN ACCORDANCE WITH UGSI-0000-0081 TYPE 3.
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EN 1706 AC-43200-T6 (EN AC-AISi10Mg)
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NOTLAR
1- KESKIN KOSE VE KENARLARA iZIN VERILMEZ.
2- DOKUM ALASIMI EN 1706 AC-43200 OLACAKTIR VE TALASLI IMALAT ONCESI ASTM B917

STANDARDINA GORE T6 ISIL iISLEME TABI TUTULACAKTIR.

3- DOKUM SONRASI PARCAYA ASTM E 1417 TiP1 METOD C’YE GORE %100 SIVI PENETRANT

TESTI UYGULANACAKTIR. TEST SONUCUNDA PARCA YUZEYINDE HERHANGI BIR CATLAK
OLMAMALIDIR.

4- NOT 4'DE TANIMLI KONTROLLER ISO 17025’E GORE AKREDITE BiR KURULUS VE SNTC-1A

VEYA EN 9712'YE GORE SERTIFIKALANDIRILMIS EN AZ SEVIYE ||l PERSONEL TARAFINDAN
YAPILACAKTIR. ALTERNATIF OLARAK AKREDITE BiR KURULUS TARAFINDAN PARCA BAZLI
TAHRIBATSIZ MUAYENE KALIFIKASYONU SAGLANABILIR.

NOTES

1- SHARP CORNERS AND EDGES ARE NOT ALLOWED.

2- CASTING ALLOY WILL BE EN 1706 AC-43200 AND WILL BE HEAT TREATED ACCORDING TO
ASTM B917 - T6 BEFORE MACHINING.

3- AFTER CASTING, 100% LIQUID PENETRANT TEST WILL BE APPLIED TO THE PIECE
ACCORDING TO ASTM E 1417 TYPE 1 METHOD C. THERE SHOULD BE NO CRACK ON THE
SURFACE OF THE PIECE AT THE END OF THE TEST.

4- CONTROLS DEFINED IN NOT 4 WILL BE PERFORMED BY AN ACCREDITED ORGANIZATION
ACCORDING TO ISO 17025 AND CERTIFIED PERSONNEL AT LEAST LEVEL Il ACCORDING
TO SNTC-1A OR EN 9712. ALTERNATIVELY, PART-BASED NON-DESTRUCTIVE
EXAMINATION QUALIFICATION CAN BE PROVIDED BY AN ACCREDITED ORGANIZATION.
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